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Pressure range 
-1 ... 0  60 bar

The compact type 528 pressure transmitter is based upon the 
well proven ceramic technology developed by Huba Control 
over 20 years ago. These transmitters are suitable for 
applications across a broad spectrum of industries.

 Compact, rugged construction

 Negligible temperature influence on 
 accuracy

 Saving time by quick cable mounting by 
 the customer with swift connector

 Large selection of connections available

Relative and absolute
pressure transmitter type 528
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Technical overview

Pressure range
Relative     -1 ... 0  60 bar
Absolute     0 ... 1  16 bar

Operating conditions
Medium     Liquids and gases

Temperature

    

Medium 

FPM -15 ... +125 ÀC
     EPDM -40 ... +125 ÀC
     NBR -20 ... +100 ÀC
     MVQ -40 ... +125 ÀC 
    Ambient   -30 ...   +85 ÀC
    Storage   -50 ... +100 ÀC

Tolerable overload / Repture pressure
   -1 ... 4 bar 3.0 x fs

    6 ... 60 bar 2.5 x fs

Materials
Cover     Stainless steel 1.4305 / AISI 303
Plug accommodation    Polyarylamide 50% GF VO

Materials in contact with medium
   Pressure connection Stainless steel 1.4305 / AISI 303

    Sensor Ceramic Al2O3 (96%)
    Sealing material FPM, EPDM, NBR, MVQ 

Electrical overview
  Output Power supply Load Current consumption
2 wire  4 ... 20 mA   7 ... 33 VDC < supply voltage - 7 V [Ohm] < 23 mA
2 wire (Ex)  4 ... 20 mA 10 ... 30 VDC < supply voltage - 10 V [Ohm] < 20 mA

3 wire

  0 ...    5 V   8 ... 33 VDC >10 kOhm / < 100 nF <   7 mA
  1 ...    6 V   8 ... 33 VDC >10 kOhm / < 100 nF <   7 mA
  0 ...  10 V 12 ... 33 VDC >10 kOhm / < 100 nF <   7 mA
  0 ...  10 V 24 VAC μ 15% >10 kOhm / < 100 nF <   7 mA
  ratiom. 10 ... 90% 5 VDC μ 10% >10 kOhm / < 100 nF <   7 mA
Polarity reversal protection            Short circuit proof and protected against polarity reversal. Each connection is protected against crossover up to max. supply voltage.

Protection class
Protection class III

Dynamic response   
Response time     < 2 ms, 1 ms typ.
Load cycle     < 100 Hz

Protection standard    
Connector DIN EN 175301-803, Braids   IP 65
Connector RAST 2.5    IP 00
Swift connector, Metri Pack, Connector M12x1   IP 67

Electrical connection
Swift connector with or without cable 1.5 m (PVC spec.)   
Connector DIN EN 175301-803-A        
Connector DIN EN 175301-803-C (mini DIN)
Metri Pack Serie 150
Connector M12x1 
Braids
Connector RAST 2.5 (3 wire, only)
 
Pressure connection 
Inside thread  G ¼  with O-Ring seal FPM spec. (-30 ... +135 ÀC)      

Outside thread 

 ¼ -18 NPT       
  G ¼  sealed at back DIN 3852 form E with Profile seal ring in FPM spec. (-30 ... +135 ÀC)
  R ¼ DIN 2999
  G ½ sealed at back and manometer (combi) with Profile seal ring in FPM spec. (-30 ... +135 ÀC)
  G ½ sealed at front

Installation arrangement
Unrestricted

Tests / Admissions
Electromagnetic compatibility   CE conformity acc. EN 61326-2-3 
Shock acc. IEC 60068-2-27   25 g, 6 ms half sine wave, all 3 directions.
Drop test EN 60068-2-23   from 1 m on concrete
Vibration acc. IEC 60770-1   5 m/s, 10 ... 1000 Hz, 1 Octave/min 20 constant load per axis

Protection against explosion

Intrinsic safety ÿiŸ (with current output only)
   Ex II 1/2 G Ex ia IIC T4 Ga/Gb

     Ex II 1/2 D Ex ia IIC T125ÀC Da/Db
EC type examination certificate    SEV 10 ATEX 0145
Connection to certified intrinsically safe resistive circuits with maximum values  Ui = 30 VDC; Ii = 100 mA = Pi = 0.75 W
Effective internal inductance and capacitance for versions with plugs complying with EN 175301-803 or M12x1 Li = 0 nH; Ci = 0 nF

Weight

~ 90 g

Packaging (Please state on order)
Single packaging in cardboard     accessories integrated
Multiple packaging in cardboard (25 pcs)    

0.02 A

0.02 A
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 Parameter Unit

Characteristic line (at reference conditions) 1) % fs μ 0.8
Resolution  % fs    0.1
Thermal characteristic 2)  % fs/10K μ 0.2

Accuracy acc. to EN 60770-1   

Test conditions: 25 ÀC, 45% RH, power supply 24 VDC

Order code selection in bar 528. X X X X X X X X X X X
Pressure mode Relative    9
 Absolute    8
Pressure range 3) -1 ... +  0 bar   9 0 1 
  0 ... + 1 bar    1 1
  0 ... + 1.6 bar    1 2
  0 ... + 2.5 bar    1 4
  0 ... + 4 bar    1 5
  0 ... + 6 bar    1 7
  0 ... + 10 bar    3 0
  0 ... + 16 bar    3 1
  0 ... + 25 bar   9 3 2
  0 ... + 40 bar   9 3 3      
  0 ... + 60 bar   9 4 0       
Sealing material FPM  Fluoro elastomer     0
 EPDM  Ethylene propylene     1
 NBR  Butadiene Acylonitrile      2
 MVQ  Silicone polymer     3
Version Not free of oil and grease       0 
 Free of oil and grease (without sealing parts)      1
Output / power supply 0 ⁄   5 V    7 ... 33 VDC       1
 1 ...   6 V    8 ... 33 VDC       6
 0 ⁄ 10 V   12 ⁄ 33 VDC       2
 0 ⁄ 10 V  24 VAC μ15%        8 1,2,6
 ratiom. 10 ... 90% 5 VDC μ10%        7
 4 ⁄ 20 mA    7 ⁄ 33 VDC       3
 4 ⁄ 20 mA  10 ⁄ 30 VDC         Ex protection     0 4 1,3
Electrical connection 4) Swift connector          0
 Connector DIN EN 175301-803-A        1
 Connector DIN EN 175301-803-C (mini DIN)        2
 Connector M12x1 5) 2w: IN=1 / OUT=3     3w: IN=1 / OUT=4 / GND=3        3
 Connector M12x1 5) 2w: IN=1 / OUT=4     3w: IN=1 / OUT=3 / GND=4        M
 Connector RAST 2.5       0 7 4
 Metri Pack Serie 150 5)       0  5
 Braids    80 μ10 mm        6
 Braids  290 μ10 mm        7
 Braids  480 μ10 mm        8
 Braids  730 μ10 mm        9
 Swift connector with cable 1.5 m        L
Pressure connection 6) Inside thread  G ¼ with O-Ring seal FPM spec. (-30 ... +135 ÀC)        1 
 Oustide thread  ¼ -18 NPT         3 
 Oustide thread  G ¼ sealed at back DIN 3852 form E
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        4 
 Oustide thread  R ¼ acc. to DIN 2999         7 
 Oustide thread  G ½ sealed at back and manometer (combi)
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        8 
 Oustide thread  G ½ sealed at front         9 
Pressure tip orifice without            1
 with            2
Material 6) Stainless steel 1.4305           N
Pressure range variation Indicate W and state range on order (e.g.: W0... + 3bar/OUT0...5V)           W

1) incl. zero point, full scale, linearity, hysteresis and repeatability 2) -15 ... 85 ÀC 3) Other pressure ranges on request 4) Delivery without female connector 
5) For pressure ranges < 16 bar only possible if deareation through the cable is assured 6) Other pressure connections and materials on request

Accessories

    Order number
Swift connector    107359
Female connector DIN EN 175301-803-A with seal   103510
Female connector DIN EN 175301-803-C (mini DIN) with seal   104244
Female connector for connector M12x1   106975
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Order code selection in psi 528. X X X X X X X X X X X
Pressure mode Relative    9
 Absolute    8
Pressure range 1) -30 ... +  0"hg   9 B 0
    0 ... + 15 psi    B 1
    0 ... + 20 psi    B 2
    0 ... + 30 psi    B 4
    0 ... + 60 psi    B 5
    0 ... + 100 psi    B 7
    0 ... + 150 psi    C 0
    0 ... + 200 psi    C 1
    0 ... + 300 psi   9 C 2
    0 ... + 500 psi   9 C 3      
    0 ... + 750 psi   9 D 0      
Sealing material FPM  Fluoro elastomer     0
 EPDM  Ethylene propylene     1
 NBR  Butadiene Acylonitrile      2
 MVQ  Silicone polymer     3
Version Not free of oil and grease       0 
 Free of oil and grease (without sealing parts)      1
Output / power supply 0 ⁄   5 V    7 ... 33 VDC       1
 1 ...   6 V    8 ... 33 VDC       6
 0 ⁄ 10 V   12 ⁄ 33 VDC       2
 0 ⁄ 10 V  24 VAC μ15%        8 1,2,6
 Ratiom. 10 ... 90% 5 VDC μ10%        7
 4 ⁄ 20 mA    7 ⁄ 33 VDC       3
 4 ⁄ 20 mA  10 ⁄ 30 VDC         Ex protection     0 4 1,3
Electrical connection 2) Swift connector          0
 Connector DIN EN 175301-803-A        1
 Connector DIN EN 175301-803-C (mini DIN)        2
 Connector M12x1 3) 2w: IN=1 / OUT=3     3w: IN=1 / OUT=4 / GND=3        3
 Connector M12x1 3) 2w: IN=1 / OUT=4     3w: IN=1 / OUT=3 / GND=4        M
 Connector RAST 2.5       0 7 4
 Metri Pack Serie 150 3)       0  5
 Braids    80 μ10 mm        6
 Braids  290 μ10 mm        7
 Braids  480 μ10 mm        8
 Braids  730 μ10 mm        9
 Swift connector with cable 1.5 m        L
Pressure connection 4) Inside thread  G ¼ with O-Ring seal FPM spec. (-30 ... +135 ÀC)        1 
 Oustide thread  ¼ -18 NPT         3 
 Oustide thread  G ¼ sealed at back DIN 3852 form E
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        4 
 Oustide thread  R ¼ acc. to DIN 2999         7 
 Oustide thread  G ½ sealed at back and manometer (combi)
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        8 
 Oustide thread  G ½ sealed at front         9 
Pressure tip orifice without            1
 with            2
Material 4) Stainless steel 1.4305           N
Pressure range variation Indicate W and state range on order (e.g.: W0... + 16psi/OUT1...8V)           W

1) Other pressure ranges on request  2) Delivery without female connector
3) For pressure ranges <16 bar only possible if deareation through the cable is assured 4) Other pressure connections and materials on request
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Order code selection in MPa 528. X X X X X X X X X X X
Pressure mode Relative    9
 Absolute    8
Pressure range 1) -0.1 ... +  0 MPa   9 G 0
  0    ... + 0.1 MPa    G 1
  0    ... + 0.16 MPa    G 2
  0    ... + 0.25 MPa    G 4
  0    ... + 0.4 MPa    G 5
  0    ... + 0.6 MPa    G 7
  0    ... + 1 MPa    H 0
  0    ... + 1.6 MPa    H 1
  0    ... + 2.5 MPa   9 H 2
  0    ... + 4 MPa   9 H 3      
  0    ... + 6 MPa   9 K 0      
Sealing material FPM  Fluoro elastomer     0
 EPDM  Ethylene propylene     1
 NBR  Butadiene Acylonitrile      2
 MVQ  Silicone polymer     3
Version Not free of oil and grease       0 
 Free of oil and grease (without sealing parts)      1
Output / power supply 0 ⁄   5 V    7 ... 33 VDC       1
 1 ...   6 V    8 ... 33 VDC       6
 0 ⁄ 10 V   12 ⁄ 33 VDC       2
 0 ⁄ 10 V  24 VAC μ15%        8 1,2,6
 Ratiom. 10 ... 90% 5 VDC μ10%        7
 4 ⁄ 20 mA    7 ⁄ 33 VDC       3
 4 ⁄ 20 mA  10 ⁄ 30 VDC         Ex protection     0 4 1,3
Electrical connection 2) Swift connector          0
 Connector DIN EN 175301-803-A        1
 Connector DIN EN 175301-803-C (mini DIN)        2
 Connector M12x1 3) 2w: IN=1 / OUT=3     3w: IN=1 / OUT=4 / GND=3        3
 Connector M12x1 3) 2w: IN=1 / OUT=4     3w: IN=1 / OUT=3 / GND=4        M
 Connector RAST 2.5       0 7 4
 Metri Pack Serie 150 3)       0  5
 Braids    80 μ10 mm        6
 Braids  290 μ10 mm        7
 Braids  480 μ10 mm        8
 Braids  730 μ10 mm        9
 Swift connector with cable 1.5 m        L
Pressure connection 4) Inside thread  G ¼ with O-Ring seal FPM spec. (-30 ... +135 ÀC)        1 
 Oustide thread  ¼ -18 NPT         3 
 Oustide thread  G ¼ sealed at back DIN 3852 form E
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        4 
 Oustide thread  R ¼ acc. to DIN 2999         7 
 Oustide thread  G ½ sealed at back and manometer (combi)
   with Profile seal ring in FPM spec. (-30 ... +135 ÀC)        8 
 Oustide thread  G ½ sealed at front         9 
Pressure tip orifice without            1
 with            2
Material 6) Stainless steel 1.4305           N
Pressure range variation Indicate W and state range on order (e.g.: W0... + 0.3MPa/OUT1...8V)           W

1) Other pressure ranges on request  2) Delivery without female connector
3) For pressure ranges <16 bar only possible if deareation through the cable is assured 4) Other pressure connections and materials on request
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1 (IN)  2 (OUT) 1 (IN)  2 (OUT)  3 (GND)

1 (IN)  2 (OUT) 1 (IN)  2 (GND)  3 (OUT)

1 (IN)  2 (OUT) 1 (IN)  2 (OUT)  3 (GND)

1 (IN)  3 (OUT) 1 (IN)  4 (OUT)  3 (GND)

B (IN)  A (OUT) B (IN)  C (OUT)  A (GND)

1 (IN)  3  (OUT)  4 (GND)

1 (IN)  2 (OUT) 1 (IN)  3 (OUT)  4 ( )

Connector DIN EN
175301-803-C

Swift connector

Connector DIN EN
175301-803-A

Connector M12x1

Metri Pack

Connector RAST 2.5

Braids

Dimensions in mm / Electrical connections 

    2 wire     3 wire

red

blue

red

black

blue

brown brown
white

 green green

Connector DIN 
EN 175301-803-A (Ex)

Connector M12x1 (Ex)

Device design with explosion protection:  4 ... 20 mA
The grounding connection is conductively connected to 
the transmitter housing.

1 (IN)  4 (OUT)

G 1/4 inside

1) Not connected with transmitter housing

1) 1)

1) 1)
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Huba Control AG
Headquarters Schweiz
Industriestrasse 17
5436 Würenlos
Telefon +41 (0) 56 436 82 00
Telefax +41 (0) 56 436 82 82
info.ch@hubacontrol.com

Huba Control AG
Niederlassung Deutschland
Schlattgrabenstrasse 24
72141 Walddorfhäslach
Telefon +49 (0) 7127 23 93 00
Telefax +49 (0) 7127 23 93 20
info.de@hubacontrol.com

Huba Control SA
Succursale France
Rue Lavoisier 
Technopôle Forbach-Sud
57602 Forbach Cedex
Téléphone   +33 (0) 387 847 300
Télécopieur +33 (0) 387 847 301
info.fr@hubacontrol.com

Huba Control AG
Vestiging Nederland
Hamseweg 20A
3828 AD Hoogland
Telefoon +31 (0) 33 433 03 66
Telefax +31 (0) 33 433 03 77
info.nl@hubacontrol.com

Huba Control AG
Branch Office United Kingdom
Unit 3 Network Point, Range Road
Witney Oxfordshire OX29 0YD
Phone +44 (0) 1993 776667
Fax +44 (0) 1993 776671
info.uk@hubacontrol.com

Huba Control AG
Rep. Office Singapore
No. 16 Ayer Rajah Crescent Witney 
#06-06B Tempco Technominium
139965 Singapore
Phone +65 (0) 61 004 822
Fax +65 (0) 63 994 822
info.sg@hubacontrol.com

Huba Control AG
Rep. Office China
CBC Building, 49A Wuyi Road
Shanghai 200050
Phone +86 (0) 21 511 808 21
Fax +86 (0) 21 515 520 99
info.cn@hubacontrol.com

www.hubacontrol.com



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
    /Frutiger-Black
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldItalic
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.48667
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 843.307]
>> setpagedevice


